Example with BASCOM-AVR ETT
An Example with BASCOM-AVR

We wuse Program BASCOM-AVR for writing BASIC
Language Program. MCS Electronics Co., Ltd. has
experimental version of this Software and user can
download from website : www.mcselec.com However, ETT
Co., Ltd. provides this program in our CD-ROM. It 1s
program BASCOM-AVR Version 1.11.7.9. but user can not
compile Source Code greater than 4 Kkbyte and
proceeding to use this program 1Is;

1.0pen program CodeVisionAVR C Complier and click
Menu Instruction of File - New as In the picture.

il BASCOM-AVR IDE
File § Edit Program Tools  OQptions  Window  Help

Open

m D

Ezxit

1 C:\Program FilesiMCS Electronics\BAsSCOM-AYRISAMPLES stack. bas

2 D:\AYR-STAMPE xamples\BASCOM-AYRILED_BLINKI\LED_BLINK bas

5 D AYR-STAMP\Examples\BASCOM-AYRIRSZS2_CHIIRSZ52 CH1 bas

4 [\ AWR-STAMP\Examples\BASCOM-AYRY 74HCS09S_ CUT LED SPTY74HCSOS ¢
5 Z:\Program FilesiMCS Electronics|BASCOM-AYR SAMPLES webserver . bas

& C\Program FilesiMCS Electronics)BASCOM-AVR SAMPLES, TWI-master . bas

7 CAProgram FilesiMCS Eleckranics\BASCOM-AYRISAMPLES, T'WI-slave. bas

& O\ AYR-STAMP\Examples | BASCOM-AYR\ADCVADC bas

2. 1t will display window of Editor for writing
program. In the sample, 1t i1s a program of blinker at
PORTB.O.
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** Examples Program For "ET-AVR STAMP ATmega64' Board *
"* Target MCU : Atmel ATmegal6 *
"* Frequency : X-TAL : 16 MHz *
"* Compiler : BASCOM-AVR 1.11.7.9 *
** Create By : ADISAK CHOOCHAN (WWW._ETT.CO.TH) *
** Last Update : 1/September/2005 *
"* Description : Example LED Blink on Portb.0 *
WAIXAEAAXAAAXAAAAXAAAAXAAAAAAAAAAAAXAAAAAAAAAAAAAAkAAAAkkAhAiikiikx
"Connect PBO to LED1
$regfile="m64def.dat" "ATmegal6
$crystal=16000000 "X-TAL = 16 MHz
Config Portb=Output "Config Portc as output
Do
Portb.0 = Not Portb.0O "Convert Portb.0
Wartms 200 "Wart 200 ms
Loop
End

3. Save written BASIC Language program, click Menu
File - Save and specify i1ts File name. Click Save as
in the picture.

Save As @@

Savein: | 2 Blinky B asic j da £ ER-

File name: |E!|ink_l,l

Save astype: | BASCOM-&VR files (7 BAS) | Cancel
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4. Select Menu Instruction of Option > Compiler->
Output to assign default value of Output File
creation into program BASCOM-AVR.

BASCOM-AVR Options

] I:Dmmunic:ationl Envimnmentl §imulat0r] Erogrammer] Mgnitorl Printer ]

Chip  Output | Communication | 12C, SPI, WwiRE | LCD |

w| Binary file w| A% R Studio Dbject file
| Debug File Size warning

w| HEX file Swap words

| Repaort file Optimize code

w/| Enror file Show internal vanables

Default 0k ‘ X Cancel

5. Translate written program, click Menu Instruction
of Program - Compile. After translated program
completely without any mistake, 1t will display a
message as No errors found and user can download this
HEX File into MCU instantly.

L—E BASCOM-AVR IDE - [D:\Blinky_Basic\Blinky. bas]
'ﬁﬁile Edit |Program | Tools Options ‘Window Help

0 || 3| ([ compie 7 ||| aa] v|%|2|%|E |- @]
Sub '~ Syntax check Cm+F? . Label
1 = Show result CHHW bk kbbb e ook o
2 "* g Smulake gz |[For "ET-AVE BTAMP ATmegab
3T+ =]l ATMEGALlG
Send ba chi F4
4 1+ B Serdmchp AL : 16 MHz
g rx @ Resetchip Shift+F4  |~oM—AVE 1. 11.7. 9
& "* Create By : ADTSAE CHOOCHAN (WWW.ETT.CO.
7 '* Last Update : 1/September/2005
8 ' Description : Example LED Blink on Porth.O
9 L o R o o o o S S A S i i e
10
11 "Connect PEO to LEDL
1=
13 Sregfile = "mEddef.dat”
14 Scrystal = 15000000
15
16 Config Porthk = Output
17
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