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TogduiuldaauANRANIINNIFUAITe RS485 LULEH LN
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LED ugmanuzileflliidasdnadnueda
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Aratneanisldauuasn ET-RS485 HAT saunuuasm Raspberry Pi

1. Aneg19nNNT I ET-RS485 HAT saufiuLesa Raspberry Pi wanaaagy

al

2. lfvinnsmanane idruese Raspberry Pi uazisansadwnefidnliiTaufaaanduliiinissmanine fiuaesszuy

dfdAnsiunefiuanganoulngldAnds sudo apt-get update Waz sudo apt-get upgrade antiulsivinn1g reboot LasA

Raspberry Pi TnaldA143 sudo reboot

P pi@raspberrypi: ~ - m} x
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3. anuiulifldAnds sudo raspi-config 1valdnmyn9siaAn fag

pi@raspberrypi: ~ - O X

Raspber: Pi Software Configuration Tool (raspi-config)

Change User Password Change password for the current user
Network Cptions Configure network settings

Boot Options Configure options for start-up

Localisation Options Set up language and regional settings to match your

& Cverclock Configure overclocking for your Pi

7 Advanced Options Configure advanced settings

8 Update Update this tool to the latest version

9 About raspi-config Information about this configuration tool

<Select> <Finish>

5. laan7iwy P6 Serial Aagl

al

pi@raspberrypi: ~ - O X

Raspber: Pi Software Configuration Tool (raspi-config)
Enable/Disable connection to the Raspberry Pi Camera

Enable/Disable remote command line access to your Pi using
Enable/Disable graphical remote access to your Pi using Rea
Enable/Disable automatic loading of SPI kernel module
Enable/Disable automatic loading of I2C kernel module

Enable/Disable W nterface
P8 Remote GPIO Enable/Disable remote access to GPIO pins

<Select> <Back>
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6. 18N <No> Lvallanis login (1N Serial AggL

P pi@raspherrypi ~ — a x

Would you like a login shell to be accessibkble over
serial?

7.188n <Yes> ailannslde1u serial port Azl

al

P pi@raspberrypi ~ — O X

Would you like the serial port hardware to be enabled?

8. laan <Ok> Livatiugu Aagil

P pi@raspherrypi ~ - O X

The serial login shell is disabled
The serial interface is enabled
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9. 1#@n <Finish> WaduganIaseAn Asgyl

pi@raspberrypi: ~ — a x

Raspberry Pi 3 Model B Rev 1.2 A

Raspberry Pi Software Configuration Tool (raspi-config)
1 Change User Password Change password for the current user

2 NHetwork Cptions Configure network settings

3 Boot Options Configure options for start-up

Set up language and regional settings to match your

ons Configure c ons to peripherals
Configure overclocking for your Pi
7 Advanced Options Configure advanced settings
8 Update Update this tool to the latest version

9 Bbout raspi-config Information about this configuration tool

<Select>

10. @8N <Yes> Lila reboot LasA Raspberry Pi fagil

al

pi@raspberrypi: ~ — O X

Would you like to reboot now?

11. waslaiannsldsnu serial udn seliaziunimaaasldann RS485 Imﬁﬁq@ﬁﬁ\iﬁ%mm@m@'ﬁ@gmmmfm
Raspberry Pi idnaauames laansldiautlas ET-USB/RS422/485 V2.0 Iinnsdensuiles JP1 LuUesa ET-
RS485 HAT Tfifuvis A Lﬁlfasﬁmimu@Nﬁﬁmqmﬁuzﬁwm RS485 uLLSAluTR uazAeda RS485 T8quesa ET-
RS485 HAT VL‘ﬂﬁ ET-USB/RS422/485 V2.0 %\‘ILaﬂﬂLﬂ‘LﬁMNQ RS485 Tﬂﬂﬁ%’) A 183 ET-RS485 HAT ﬁi@ﬁu%ﬂ 485+ 184
ET-USB/RS422/485 V2.0 uae %I:"J B 189 ET-RS485 HAT ﬁi’ﬂﬁ/'i_l"]?fll/’] 485- 18N ET-USB/RS422/485 V2.0

12, uupenRamefinailallsunsa Terminal iy lsunsw Tera Term e @onseriu ET-USB/RS422/485 V2.0 uaz
\@an Baud rate 1l 9600

4 COMS - Tera Term VT - O ®
File Edit S5etup Ceontrel Window Help
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13. dsfulisunsusaaeng rs485 send A.py TaaldA149 sudo python rs485 send A.py 643l

al

pi@raspberrypi: ~ - O X

-*- coding:utf-8 -*-
import serial

import time

#rs485 = serial.Serial ("/dev/ttyAMA0",9600,timeout=1) # For Pi 2
rs485 = serial.Serial ("/dev/ttyS0",9600,timeout=1)

print("Test RS485 send(auto dir)")
print("Press CTRL-C to exit")

try:
while True:
rs485.write(b"Hello from Raspberry Pi\r\n")

time.sleep(1)

except Keyboardinterrupt:
rs485.write(b"End of program\r\n")
rs485.close ()

14, nasandaiuldsunsuuan Aldsunsu Tera Term LuAaNAames azdiudaninuigdiniainuesm Raspberry Pi fasy

a

T COMS3 - Tera Term VT - ] X

File Edit Setup Contrel Window Help
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